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TECHNICAL DATA 
PARAMETER PRINCIPLE RES. ACC. RANGE IMR 1400CO 
O2  Oxygen Electro-chemical 0.1 Vol.% ± 0.2 % 0-20.9Vol. %  
CO  Carbon monoxide Electro-chemical 1 ppm Z 0-2000 ppm  
CO  Carbon monoxide Electro-chemical 0.001 Vol.% Z 0-4.000 Vol.%  

NO  Nitric oxide Electro-chemical 1 ppm Z 0- 2000 ppm optional 
SO2  Sulfur dioxide Electro-chemical 1 ppm Z 0- 4000 ppm optional 
TG  Stack gas temperature Thermocouple K 1 K ± 2 % -20°C / 1200°C  
VL  Ambient temperature Semiconductor 1 K ± 0.5 K -20°C / 120°C  
P Draft Solid state 0.01 hPa ± 2 % -30hPa / +50hPa  
CO2  Carbon dioxide Calculation 0.1 Vol.% ± 0.2 % 0- CO2 max  
ETA Efficiency Calculation 0.1 % ± 0.5 % 0-99.9 %  
qA  Losses Calculation 0.1 % ± 0.5 % 0-99.9 %  
λ Excess Air Calculation 0.01 ± 2 % 1-9.99  
 Soot Filter paper     

Other measuring ranges upon request                       Max. 4 sensors 
Z  = 0-20% of the measuring range ± 1% of the maximum value 
 = 21-100% of the measuring range ± 5% of the displayed value 
 
 
 
STANDARD 
Combustion gas analyzer  
Dimensions in mm: 425 x 185 x 290 
Weight in kg: 5.8 
High speed thermal printer 

Gas sampling probe S with heated handle 

Ambient temperature probe 

Condensation trap with integrated filter 

Soot paper, soot scale 

Power cord 

Manual 

Calibration certificate 

 
 
 
Model Sensors Part-No. 

IMR 1400CO O2, CO, CO 14291 
 
 
 
 
 
IMR Environmental Equipment, Inc. reserves the right to adopt technical modifications without prior notice.  

Distributor: 


